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es of touch screen type or soft-touch switch type.
ions of APR, AEC, Tomography, DAP.
. over-load protection.
Wide range of counter-balanced tube supporters, electro-magnetic
lock, +180° of tube rotating and stand column rotating in three
design of floor to ceiling, floor mounted, ceiling suspended.
- Collimator of manual operation is standard and Auto-collimator is available.
- Providing with one of patient tables which have tabletop movements of
6-way elevating/floating, 4-way floating and Fixed.
- Erect stand of vertical standard moving 50-165cm, counter-balanced.
- Available with 1-Flat Panel Detector or 2-Flat Panel Detectors, with
Software (Medical and Veterinary), compatable to Dicom 3.0.
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System Model DM-6150 .
Model DIG-650
Power Rating 50kW & ooNeMUl \
kV (Accuracy) 40 - 150kV (£5%+1kV)
mA Range (Accuracy) 10 - 630mA (x5%+1mA)
Genarator Time Range 0.4ms-10sec
mAs Range 0.4 - 630mAs
APR 216
Buckies 2 Buckies
Line Power 220/240VAC, 50/60Hz, 1 or 380/400VAC, 50/60Hz, 3
Line Compensation +10%
X-ray Tube Rotating Anode Type 1.0x2.0mm or 0.6x1.2mm Dual Focus
Model DM-FCT-1
Longitudinal 1520mm (Floor to Ceiling)
Vertical 650 - 1,900mm
HLIDe (5tana Transversal 880 - 1,230mm
Rotating +180°
Handle Bar (Tube) +180°, Manual Lock
Model DM-BT-1
Longitudinal: +350mm
Movement
Transverse: +115mm
Table Tabletop | Material 10mmT Laminated Filtration: 1.0mm Al. Eq. DM-500C (Option)
Tabletop to 65mm
Film Distance
Reciprocating Solenoid
Bucky Moving Range 350mm
Model DM-VB-1
Vertical Column Counter Weight Balance System
Vertical Travel 50 - 1250mm

Chest Stand

Front Plate to Distance

Qi

Approx. 30mm

Vertical Locking System

Electromagnetic Lock, DC 24V

Cassette Loading

Left or Right Loading

Collimator

Bucky \ Reciprocating Standard: Solenoid, Option: Motor
Device [ Film Formats Up to 14x17" (35x43cm)

Model DM-LB50

Projection Lamp 24V/150W, Halogen Lamp

Lamp Timer Push Button, 30s Timer

Light Projection

More than 160Lux at SID 100cm

Inherent Filtration

1.2mmAl Equivalent

Electric Requirement

DM-BT-6 (Option)

24VAC, 7A

High Tension Cable

Federal Ends

12mx2, 6mx2 Selectable

Option

Ceiling Suspended

Model DM-500C
Vertical: 1,250mm =)
Movement Lateral: 1,750mm

Longitudinal: 2,800mm

Tube Positioning

Rotation along horizontal and vertical axis +180° with an index
stop every 90°.

Longitudinal Rails Length

3,500mm (Option: 4,000mm)

Transverse Bridge Length

2,500mm (Option: 3,000mm)

Counter Balance System

Spring Balance

Model

DM-BT-6

Longitudinal: +350mm
Movement Transverse: +115mm
Tabletop Elevating: 540 - 940mm, Motor Driven
6-way Table Material 10mmT Laminated Filtration: 1.0mm Al. Eq.
Tabletop to &5t
Film Distance
Reciprocating Solenoid
Bucky Moving Range 350mm
Model DMC-14DR DMC-17DR
Size 14 x 17 17 x 17
Detector Pixel Matrix 2400x2880 3072x3072
Pixel Area (Active) 360x432mm 439.3x439.3mm
Resolution 3.3lp/mm 3.5lp/mm

Image Processing

Acquisition Time

After image process, 5Sec

Matrix Resolution

16:9 or 16:10 ratio display

Software Modality Type Support CR & DR
DICOM DICOM 3.0 Standard Support
Processor Intel Pentium Intel Core 2 Duo or later
RAM 2GB RAM
Workstation HDD 500GB
Video Graphic Card At least over 1280x900 pixels a
Operating System Window XP Profession SP3, Window 7 SP1 Detector (Optlon)
Monitor Size 17Inch / 19Inch
Resolution 1600x1200 or 1920x1280 recommended
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